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In the Claims 



Please cancel claims 1-73 and add the followingjiew-clai.ms.,?4.T.123, 





7^ (New) A metlod of establishing a communications call, including: 

selecting a B party using an interactive device connected to a public network; 
accessing called address data for said B party from said public network in response to 
selecting said B par 

sending said cklled address data for said B party and calling address data for an A party to a 
connection module oflsaid public network; and 

establishing a dall between said A and B parties over said public network using said 
connection module and\said called and calling address data. 

i 

(New) A method oi establishing a communications call, including: 

selecting a B party using an interactive device connected to a public network; 
searching for called address data for said B party using said interactive device and a search 
module of said public network and a database of said public network including called address data; 

sending said called Wddress data for said B party and calling address data for an A party to a 
connection module of said public network; and 

establishing a call between said A and B parties over said public network using said 
connection module and said galled and calling address data. 

m (New) A method as clamied m claim 1 or 2, wherein said interactive device is a computer 
and/or telephony device including a visual display. 

A7- (New) A method as claimed in claim 3, wherein said interactive device is associated with said 
A party. 



7^. (New) A method as claimedjin claim 4, wherein said interactive device is a communications 
terminal for said call. 
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. (New) A method of originating a communications call, including: 

selecting a B party using an interactive device connected to a public network; and 
sending, in response to selection of said B party, selected party data corresponding to said B 
party to said publia network; 

whereby a connection module of said public network accesses called address data for said B 
party on the basis of^iaid selected party data to establish a call between an A party and said B party. 

N^O. (New) A method of originating a communications call, including: 

selecting a B party using an interactive device connected to a public network; 

sending, in response to selection of said B party, selected party data corresponding to said B 
party to said public network; 

obtaining said called address data from said public network in response to a search for said 
B party using said selected party data; and 

sending said called\address data for said B party to a connection module of said public 
network for establishing a c^ll between an A party and said B party. 

%P 

(New) A method as clainVed in claim 1, 2, 6 or 7, wherein said public network includes a 
messaging network for connecting a plurality of said interactive device and at least one public 
telecommunications network for connecting said A and B parties. 

(New) A method as claimed In claim 8, wherein said messaging network provides said 
interactive device with a plurality fyf B party data. 

(New) A method as claimed in ilaim 8, wherein said messaging network accesses and forwards 
said called address data to said telecommunications network. 

so 

M. (New) An interface of an interactive device for originating a communications call, including: 
a display controller for causing oisplay of at least one B party; 
a selector for enabling a B party to be selected on said display; and 
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a link which on being activated sends selected party data corresponding to said B party to a 
public network, Whereby said public network accesses called address data of said B party on the 
basis of said selected party data and forwards said called address data to connection module of said 
public network to establish a call with said B party. 



S^. (New) An interface of an interactive device for originating a communications call, including: 
a search generator for generating a search for a B party using said public network; 
a data received for receiving results of said search; 

a display controller for causing display of said results including at least one B party; 
a selector for enabling a B party to be selected on said display; and 

a link which on bemg activated sends selected party data corresponding to said B party to a 
public network, whereby said public network instructs a connection module of said public network 
to establish a call with said Rparty. 



8fe. (New) An interface as claimed in claim 12, wherein said results includes called address data for 
said B party data, and said selected party data includes said called address data. 



8tf . (New) An interface as claim ecftin claim 1 1, 12 or 13, wherein said interface is sent to said 
interactive device by said public network on request from said interactive device. 



(New) An interface as claimed in claim 14, wherein said public network includes a messaging 
network, for connecting a plurality of said interactive device, and at least one public 
telecommunications network for establishing said call. 



89. (New) An interface as claimed in claim 15, wherein said interface includes a hypertext page 
and/or an applet for establishing said link. \ 
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90. \ 



(New) An interface stored on an interactive device connected to a public network, including: 
code for generating a display on said device of B party data; 
code allowing selection of a B party from said B party data; and 

code for transmitting to said public network selected party data corresponding to the selected 
B party and A partyViata; 

whereby said public network accesses called address data for said B party on the basis of 
said selected party data and establishes a call between an A party and a B party using said A party 
data and said called address data. 

9) 

(New) An interface stored on an interactive device connected to a public network, including: 
code for obtaining S party data from said public network; 
code for generating a\display on said device of B party data; 
code allowing selection of a B party from said B party data; and 

code for transmitting to^aid public network selected party data corresponding to the selected 
B party and A party data; 

whereby said public network accesses called address data for said B party on the basis of 
said selected party data and establishes a call between an A party and a B party using said A party 
data and said called address data. 



(New) An interface as claimed in cmim 18, wherein said B party data includes called address 
data and said selected party data includesYalled address data for the selected B party. 

ft 

^3. (New) An interface as claimed in claim\17 or 18, wherein said public network includes a 
TCP/IP messaging network and at least one public switched telephone network for establishing said 
call. 
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^.(New) A system for use in establishing a communications call, including: 
called address data for parties connected to at least one public network; 
an aacess module for transmitting said called address data for display on an interactive 

device, and ror receiving selected party data from said interactive device; and 

a controller for receiving said selected party data, including called address data for the 

selected partyl and calling address data corresponding to an A party and generating, in response 

thereto, network control signals to cause said at least one public network to establish a call between 

said A party ami said B party over said network. 

(New) A system for use in establishing a communications call, including: 

a directory database including called address data for parties connected to at least one public 
network; \ 

an access module for receiving on said at least one public network selected party data 
corresponding to a B party and accessing called address data on the basis of said selected party data 
from said directory cratabase; and 

a network controller for receiving said called address data and calling address data 
corresponding to an A party and generating, in response thereto, network control signals to cause 
said at least one public network to establish a call between said A party and said B party over said 
network. \ 

(New) A system as claimed in claim 21 or 22, wherein said network includes at least one public 
telecommunications network, such as a PSTN, for receiving said control signals and establishing 
said call, and a messaging network, such as the Internet, for passing data between the A party, the 
access module and the network controller. 

<^f. (New) A system as claimeld in claim 22, wherein the access module includes directory data 
from said directory database fon display by said A party. 

. (New) A system as claimed in claim 21 or 22, including a search module accessible by said A 
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party over said network for searching said directory database. 

tt i \ 

^9. (New) A system as claimed in claim 21 or 22, wherein said call is established with a terminal of 
the A party which selects said selected B party. 

1^0. (New) A\system as claimed in claim 21 or 22, wherein said call is established with a terminal 
of the A party which is separate from the terminal selecting said B party. 

^> \ 

C0T1. (New) A system as claimed in claim 21 or 22, wherein the address data includes a party 
terminal number and security information. 

id \ 

102. (New) A system as claimed in claim 28, wherein at least one of the calling address data and 
the called address data includes account information. 

M \ 

1^5. (New) A directory server for use in establishing a communications call on at least one public 
network, including: \ 

a directory database module for accessing directory data, including communications address 
data, of parties connected to at least one public network; 

a call connection module for transmission to an interactive device of a user and for 
accessing, for said interactive device, directory data using said directory database module; 

a call completion module for receiving selected party data for a B party of said call from 
said interactive device and transmitting a connect message to a communication module of said 
public network for establishing said call, said connect message including communications address 
data for said B party obtained using said directory database module. 

no \ 

lp£ (New) A server for use in establishing a communications call on a public network, including: 
a call connection module For transmission to an interactive device of a user and for 

transmitting a connection message* from said interactive device; 

a call completion module for receiving said connection message and forwarding a connect 

message to a communication module of a public network for establishing a call between A and B 
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parses; 

wherein said connection message includes data identifying at least said B party and said 
connect message includes communications address data for said A and B parties. 

(Hew) A server as claimed in claim 31, including a directory database module for accessing 
directory data, including communications address data, of parties connected to at least said public 
networkAwherein the communications address data of said connect message for at least said B party 
is obtained using said directory database module. 

(New)\ A server as claimed in claim 30 or 3 1, comprising a TCP/IP server connected to a 
TCP/IP network, such as the Internet, and wherein the public network is a telecommunications 
network, such as the PSTN. 
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(New) Almethod of establishing a call between parties, including: 

receiving a first message at a directory service of a public network in response to selection 
of a displayed element on an interactive device connected to the public network, said first message 
including identification data; 

generating a second message in response to said first message, said second message 
including communication addresses determined on the basis of said identification data; and 

sending said second message to make calls to parties using said communication addresses to 
establish a call between the parties. 
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l^.(New) A method as claimed in claim 34, wherein the identification data is name data. 

~& 

109. (New) A method as claimed in claim 35, wherein the directory service is adapted to access a 
database of public communications addresses stored against respective identification data. 

'h \ 

11/0. (New) A methoti as claimed in claim 36, wherein selection of the displayed element invokes 
generation of code on me interactive device to generate and send the first message. 
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Lfl, (New) An interface of an interactive device connected to a public network, including: 
a selectable displayed element which may be selected by a user of the device; and 
code for generating and sending a first message in response to selection of said displayed 
element, tq> a directory service of the public network, said first message including identification 
data, 

whdrein said directory service determines public communications addresses on the basis of 
said identification data, and sends a second message to make calls to parties using said 
communication addresses to establish a call between the parties. 



\Yl. (New) ASn interface as claimed in claim 38, wherein the identification data represents a name. 



1 (New) A method of establishing a call, including: 

receivings call request from a client device over an IP link that connects the client device to 
the Internet, said call request including data identifying parties for said call; 

generating a connection message, in response to said call request, including data identifying 
terminals for said parties; and 

establishing a call between said terminals in response to said connection message. 



1 ^4. (New) A methoc^as claimed in claim 40, wherein said terminals include two telephones. 

*v i 

1 15. (New) A method as claimed in claim 40, wherein said terminals include a telephone and said 
client device having a voijce over IP application. 

llfi. (New) A method as dlaimed in claim 40, wherein said terminals include said client device and 
a further client device both^iaving a voice over IP application. 

y(l. (New) A method as claimed in claim 40, wherein said call is established over a public 
network, such as the PSTN. 
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La8. (New) Al method as claimed in claim 40, wherein said receiving and generating steps are 
executed by a server, such as a web server. 

yi9. (New) A method as claimed in claim 45, wherein said connection message is sent to network 
equipment that executes said establishing step. 

% 

L2D. (New) A method as claimed in claim 40, wherein said call request is a HTTP request. 

1^1 . (New) A method as claimed in claim 40, wherein said client device is a computer device, such 
as a computer, handheld device or telephony device with a visual display. 

122. (New) A network system having components for executing the steps of a method as claimed 
in claim 1, 2, 6, 7, 34 or 40. 
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1^3. (New) Computer software having code for executing the steps of a method as claimed in claim 
1,2,6, 7, 34 or 40. 
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